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1. Introduction

The followingNatura Impact Statement (NIB&s been prepared biltemar Ltd for marine survey and site
investigations for a fibre optic cable with a landfall at Glandore Bay and Castidieng Strand, Co. Cork

An Appropriate Assessment is an assessment of the potential effects of a proposed project or plan, on its
own, or in combination with other plans or projects, on one or mBrgopeansites European sites are

those sites designated aSpecial Areas of Conservation (SAC) or Special Protection (&eA3A
Supporting Information for Screening for Appropriate Assessmemrt was preparedfor the proposed

LINE 2SO0 | yR Atidg/o0 & sidBtl$ frecautiohaty badis, NIS is required in respect eff¢iots

of the project on thédatura 2000 sites screened IN for Ki8tential habitat and disturbance effects in the
absence of mitigation) because it cannot be excluded on the basis of best objective scientific information
following screening, in the absence of control or mitigation measures that the plan or projiadtually

and/or in combination with other plans or projects, will have a significant effect on the named European
Site/s.

An NIS or Stage 2 Appropriate Assessment is not required for the effects of the project on all other Natura
sites because it can be excluded on the basis of the best objective scientific information following screening
that the plan or project, individugiland/or in combination with other plans or projects, will have a
significant effect on the European SitefsStage 2 AA is required for the proposed proj€xt

This Natura Impact Statemer(NIS)examines whether the plan or project, either alone, or in combination

GAGK 20KSNJ LX Fya FyR LINB2SOGaz Ay GUKS @ASg 2F o0Sai
objectives, will adversely affect the integrity of the European sitespecies populations for which the

site/s were designated

1.1Altemar Ltd.
Since its inception in 2001, Altemar has been delivering ecological and environmental services to a broad
range of clients. Operational areas include: residential; infrastructural, renewable; oil & gas; private
industry; Local Authorities; EC projects; aBthte/semiState Departments. Bryan Deegan, the managing
director of Altemar, is an Environmental Scientist and Marine Biologist30ith S+ NA Q SELISNA Sy OS
in Irish terrestrial and aquatic environments, providing services to the State;&ateand industry. He is
OdzNNByiGfte O2yiNIOGSR (G2 LyftryR CAAKSNASA LNBfIlyYyR
internal and external projects. He is also chair of an internal IFlI working group on environmental
assessment. Bryan Deegan (MCIEBMds a MSc in Environmental Science, BSc (Hons.) in Applied Marine
Biology, NCEA National Diploma in Applied Aquatic Science and a NCEA National Certificate in Science
(Aquaculture). Bryan Deegan carried out all elements of this Appropriate Assessrestiifg. Bryan has
been involved in eight international sub marine fibre optic cable projects, many of which involved
Horizontal Directional Drills within designated sites and all works required ecological supervision



2. Background to the Appropriate Assessment

The Habitats Directive2/43/EEC (together with the Birds Directive (2009/1477/EC)) forms the cornerstone

of Europe's nature conservation policy. The Directive protects over 1000 animals and plant species and over
200 "habitat types" which are of European importance. In the ta&bDirective, Articles 3 to 9 provide the
legislative means to protect habitats and species of European Community interest through the
establishment and conservation of anflitle network of conservation sites (NATURA, 2000). These are
Special Areas ofd@iservation (SACs) designated under the Habitats Directive and Special Protection Areas
(SPAs) designated under the Birds Directivadicle 6(3) and 6(4) of the Habitats Directive set out the
decisionmaking tests for plans and projects likely to aff&uropeansites (Annex 1.1). Article 6(3)
establishes the requirement for Appropriate Assessment:

"Any plan or project not directly connected with or necessary to the management of the [NATURA 2000] site
but likely to have a significant effect thereon, either individually or in combination with other plans and
projects, shall be subjected to appropdaassessment of its implications for the site in view of the site's
conservation objectives. In light of the conclusions of the assessment of the implication for the site and
subject to the provisions of paragraph 4, the component national authoritie$ afpae to the plan or
project only after having ascertained that it will not adversely affect the integrity of the site concerned and,
if appropriate, after having obtained the opinion of the general public."

a4 2dzif Ay S Reurdpgandial /A 3 AyKAS LINPJGAAAZ2Yya 2F ! NLAOES ¢
(European Commission, 21 November 2048) KS LJdzZN1J32 &S 2F GKS | LILINRLINRF G S
AYLE AOFGA2ya 2F GKS LXFYy 2N LINP2SO0G Ay NBaLISOL 27
combination with other plans or projects. The conclusions should enable the comaetearities to

ascertain whether the plan or project will adversely affect the integrity of the site mwuteThe focus of

the appropriate assessment is therefore specifically on the species and/or the habitats for which the
Europeara A GS Aa RSaA3Iyl G§SRbE

As outlined in the EC guidance documentfaticle 6(4) (January 2007)

OAppropriate assessments of the implications of the plan or project for the site concerned must precede its
approval and takento account the cumulative effects which result from the combination of that plan or
project with other plans or projects in view of the site's conservation objectives. This implies that all aspects
of the plan or project which can, either individually ocambination with other plans or projects, affect
those objectives must be identified in the light of the best scientific kedgelin the field.

Assessment procedures of plans or projects likely to afecbpeansites should guarantee full
consideration of all elements contributing to the site integrity and to the overall coherence of the network,
both in the definition of the baseline conditions and in the stages leading to identification of potential
impacts, miigation measures and residual impacts. These determine what has to be compensated, both in
guality and quantity. Regardless of whether the provisions of Article 6(3) are deliveredniglexisting
environmental impact assessment procedures or other specific methods, it must be ensured that:

| Article 6(3) assessment results allow full traceability of the decisions eventually made,
including the selection of alternatives and any imperative reasons of overriding public
interest.

1 ¢CKS aaSaavySyid akKz2dzZ R AyOfdzRS Fft StSyYy
2SNttt O2KSNBYyOS 2F (KS ySis2N] & R
Standard Data Form, and be based on best available scientific knowledgdieidh&€he
information required should be updated and could include the following issues:

o {GNHOGdNBE FyR FdzyOiAz2ys FyR GKS NBALISOGADS
0 Area, representativity and conservation status of the priority and nonpriority
habitats in the site;
o0 Population size, degree of isolation, ecotype, genetic pool, age class structure, and
conservation status of species under Annex Il of the Habitats Directive or Annex |
of the Birds Directive present in the site;

IEuropearCommission. (2007).Guidance document on Article 6(4) of the 'Habitats Directive' 92/43(H&ification of the
concepts of: alternative solutions, imperative reasons of overriding public interest, compensatory measures, overall epherenc
opinion of thecommission;
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0 Role of the site within the biographical region and in the coherence of the
Europeametwork; and,
0 Any other ecological assets and functions identified in the site.

1 It should include a comprehensive identification of all the potential impacts of the plan or
project likely to be significant on the site, taking into account cumulative impacts and
other impacts likely to arise as a result of the combined action of #megolproject under
assessment and other plans or projects.

1 The assessment under Article 6(3) applies the best available techniques and methods, to
estimate the extent of the effects of the plan or project on the biological integrity of the
site(s) likely to be damaged.

1 Theassessment provides for the incorporation of the most effective mitigation measures
into the plan or project concerned, in order to avoid, reduce or even cancel the negative
impacts on the site.

| The characterisation of the biological integrity and the impact assessment should be based
on the best possible indicators specific to Eneopearassets which must also be useful
G2 Y2yAG2N)I GKS LXFyYy 2NJ LINRP2SO0 AYLX SYSyillidAazy

3. Stages of the Appropriate Assessment

This Appropriate Assessment screening was undertaken in accordance with the European Commission
Methodological Guidance on the provision of Article 6(3) and 6(4) dHahbitats' Directive 92/43/EEC (EC,
2001),Part XAB of the Planning and Development Act 2000, as ameindadt]ition to the December 2009

LJdzo £ AOF GA2Y FNRBY GKS GS5SLINIYSYydG 2F 9y@BANRBYYSyYl:
l3aSaaySyid 2F ttlrya |yR tNr2SOla Ay L NEbrbpeaiRY DdzA
Communities (Bds and Natural Habitats) Regulations 201 loraer to comply with the above Guidelines

and legislation, the Appropriate Assessment process must be strucasfedows:

1) Screening stage:
9 Description of plan or project, and local site or plan area characteristics;
1 Identification of relevanturopeansites, and compilation of information on their qualifying
interests and conservation objectives
9 Identification and description of individual in combination effects likely to result from the
proposed project;
1 Assessment of the likely significance of the effects identified above. Exclusion of sites where it
can be objectively concluded that there will be no likely significant effects; and,
Conclusions
2) Appropriate Assessment (Natura Impact Statement):
91 Description of theeuropearsites that will beconsidered further;
1 Identification and description of potential adverse impacts on the conservation objectives of
these sites likely to occur from the project or plan; and,
1 Mitigation Measures that will be implemented to avoid, reduce or remedy any such potential
adverse impacts
1 Assessment as to whether, following the implementation of the proposed mitigation measures,
it can be concluded, beyond all reasonable scientific doubt, that there will be no adverse impact
on the integrity of the relevant European Site in light of itssgymation objectives”
1 Conclusions.

If it can be demonstrated during the AA screening phase (Stage 1), that the proposed project will not have
a significant effect, whether alone or in combination with other plans or projects, on the conservation
objectives of a Natura 2000 site, then nothar AA (Stage 2) will be required. It is important to note that
there is a requirement to apply a precautionary approach to AA screening. Therefore, where effects are
possible, certain or unknown at the screening stage, AA will be required.

In addition, it should be noted that Article 6(3) of the Habitats Directive must be interpreted as meaning
that, in order to determine whether it is necessary to carry out, subsequently, an AA of the implications,
for a site concerned, of a plan or projeittis not appropriate, at the screening stage, to take account of the
measures intended to avoid or reduce the harmful effects of the plan or project on that site.
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4. Stage 2Appropriate Assessment
4.1 Management of the Site

The plan or project is not directly connected with, or necessary to the management of Natura 2000 sites.
4.2Description of the Proposed Project

4.2.1 Project Overview

The applicant plans to investigate the feasibilitgonstructing a new subsea telecoms cable sysierking

United States to Ireland, from a landfall on the north east coast of the USA to a landfall at Glandore Bay,
County Cork on the south west coast of Ireland as shown in Figure 1 below. This Works Methodology is
produced in support of an applicatidor a marine survey and site investigations licence under the Maritime
Area Planning Act 2021, and should not be used for any other purpose apart from that expressly stated in
this document. The applicant intends to undertake the survey campaign acekgtdnce Application Area

within the IRL Exclusive Economic Zone (EEZ) and Maritime Area in order to inform the location and design
of the cable route and landfall

Figurel. Proposedlielecoms Cable System (final configuration subject to change)

The works will be carried owtithin a 500m corridor within the licensed argaredominantly by seabed
mapping techniques (geophysical survey) with some selective sampling of the upper layers of the seabed
(geotechnical survey)he licence application area is wider than the survey corridor to give flexibility to
move the survey corridor within the permitted area based on the cable route planning expertQuies.

the results of the survey are obtained and analysed a preferred route corridor will be determined, design
and method statements will be developed and a final Route PositiorfRI4tL) will be defined as part of a
further submission for a Maritime Area Consent and Planning consent for the installation works



4.2.2 Proposed Survey Route and Survey Application Area in Irish Maritime Area
Licence Application Area

The License Application Area is situated off the coast of County Cork (Figure 2). Thesuigey has
length of 898.5 km and a total area of 16,880k cable route corridor of approx. 500m width will be
surveyed within the licence application area. The survey corridor will be approximately 3 x Wate(lpepth
to 10km in width)in areas where the water depth is greater than 1500m off the Continental Shelf. The
general lines of the proposed offshore survey corridors within Irish EEZ are shown in Figure 3.
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TheCaoordinatesfor the Survey Area is presented in Table 1 below
Tablel. SurveyArea RPL

g
3

Latitude

Longitude

Idx

Latitude

Longitude

50° 1224.7947" N

8° 12' 00.0000" W

44

51°15'27.2163" N

8° 56' 39.4434" W

50° 13'52.6159" N

8°20'29.7388" W

45

51° 20' 08.3629" N

8°56' 44.0419" W

50° 13'59.3369" N

8° 21' 03.0425" W

46

51°23'03.7623" N

8° 56' 22.5306" W

50° 15' 05.0601" N

8°27'14.1305" W

47

51° 30'59.7680" N

8° 58' 32.5676" W

50° 15' 05.8335" N

8° 27'18.5894" W

48

51°32'11.5706" N

8° 58'35.4110" W

50° 17' 30.5697" N

8°41' 34.3995" W

49

51° 33'06.7367" N

8°58'08.9715" W

50° 17' 41.9756" N

8°41'52.7713" W

50

51° 33'29.2953" N

8° 58'08.4742" W

50° 17'52.7701" N

8°42'12.0234" W

51

51° 33'37.7189" N

8°58' 34.8189" W

Ol NjJ]ojlo]lhd~|lwW]|N]|RF

50° 18'00.0218" N

8° 42' 25.6399" W

52

51°33'37.2137" N

8° 58' 37.6689" W

=
o

50° 18' 16.7160"

8° 42'59.8586" W

53

51° 33'36.7325"

8° 58' 37.8615"

[N
[

50° 18' 31.4826"

8°43'36.1766" W

54

51° 33'36.2734"

8° 58' 37.8551"

=
N

50° 18'44.2141"

8° 44'14.3298" W

55

51° 33' 35.3584"

8° 58' 36.2360"

=
w

50° 18' 48.9467"

8°44'30.1228" W

56

51° 33' 22.7922"

8° 58' 49.9910"

=
i

50° 18' 56.7930"

8° 44' 58.5500" W

57

51° 32' 43.6693"

8° 59' 31.5684"

=
[é)]

50° 19' 03.5083"

8° 45'27.6764" W

58

51° 33'49.6724"

8°59'20.7983"

=
[e]

50° 19' 09.0673"

8° 45'57.3922" W

59

51° 33'52.4838"

8°59'23.9611"

[EN
~

50° 19' 12.1540"

8° 46' 15.9979" W

60

51° 33'57.1536"

8° 59'43.9247"

=
[oe]

50° 19' 14.7808"

8° 46' 33.0490" W

61

51° 33'57.1013"

8° 59' 47.6406"

=
[Ce]

50° 20' 10.4320"

8°53'05.4726" W

62

51° 33' 56.0684"

8° 59'50.5104"

N
o

50° 20' 13.0822"

8°53'13.0390" W

63

51° 33'49.2598"

8°59'50.7161"

N
[y

ZlzlzZz|zZ2|1Z2|2|1Z22|2]|2|2]|Z2

50° 20' 25.2505"

8°53'51.5939" W

64

Zlzlz|lz|Z2|2|1Z212|2|2|2]|Z2

51° 33'47.9840"

szl

8° 59' 53.7048"

N
N

50° 20" 35.2753" N

8° 54'31.6293" W

65

51° 33'49.8527" N

8° 59'55.0104" W

N
w

50° 20' 39.5063" N

8° 54'50.9109" W

66

51°34'00.7667" N

8° 59' 55.2567" W

N
S

50° 20" 46.5931" N

8° 55'27.7253" W

67

51° 34'01.8829" N

9° 00' 00.1770" W

N
(6]

50° 20' 51.8667" N

8°56'05.2771" W

68

51°34'02.1284" N

9° 00' 06.8029" W

N
[«2)

50° 20' 54.1746" N

8° 56' 25.3344" W

69

51° 33'59.5452" N

9° 00' 09.4498" W

N
~

50° 20' 56.7699" N

8° 56'51.9524" W

70

51° 33'40.0023" N

9° 00’ 34.1180" W

N
[o2)

50° 20' 58.4535" N

8°57'18.7492" W

71

51°32'34.2711" N

9° 00' 35.6293" W

N
©

50° 21'33.0764" N

9° 10" 13.1950" W

72

51°31'06.3951" N

9° 02' 23.8692" W

w
o

50° 22' 33.6653" N

9°19'27.3991" W

73

51° 26' 28.5544" N

9° 13'10.6245" W

w
iy

50° 25'12.3414" N

9° 39'03.5705" W

74

51° 25'39.5883" N

9° 15' 48.8283" W

w
N

50° 30'43.9419" N

9° 36' 46.2312" W

75

51° 23'42.7577" N

9° 20" 35.7655" W

w
w

50° 32' 59.6297" N

9° 36' 34.4270" W

76

51°21'24.7807" N

9° 25' 45.0972" W

w
N

50° 33'51.8130" N

9° 36'16.2691" W

77

51°18'22.5455" N

9° 30' 59.9013" W

w
)]

50° 34' 58.3993" N

9° 34'56.0798" W

78

51°17' 33.3694" N

9° 32'11.8681" W

w
(o))

50° 50'42.8301" N

9° 16' 21.1004" W

79

51°16'51.1392" N

9° 33'08.4134" W

w
by

51° 04' 33.8362" N

8°59'49.6290" W

80

51°13'20.0250" N

9° 36' 47.1566" W

w
o]

51°06'01.7041" N

8°58'22.0115" W

81

51°10'06.5325" N

9° 40' 03.1335" W

w
©

51° 07' 00.0804" N

8° 57' 47.7053" W

82

51° 06' 24.4958" N

9° 44' 31.9576" W

N
o

51°08'10.1589" N

8°57'17.8808" W

83

51° 05'48.6931" N

9° 44' 55.5525" W

N
[

51°10'11.4295" N

8°57'17.6961" W

84

50° 55'14.3771" N

10° 00' 05.3184" W

N
N

51° 10' 54.0956" N

8°57'18.8833" W

85

50° 35' 38.9646" N

10° 28' 53.8422" W

N
w

51° 13'49.5393" N

8° 56'37.9742" W

86

50° 34' 13.7565" N

10° 30' 03.3086" W




Idx Latitude Longitude Idx Latitude Longitude

87 50° 30' 32.2350" N | 10° 35'43.8587" W[ 130 50° 03' 50.5006" N 13° 54' 46.3206" W
88 50°28'21.2608" N | 10° 39'03.3527" W[ 131 50° 0351.8720" N 14° 03' 46.6143" W
89 50° 27°30.9308" N | 10° 39'38.9889" W[ 132 50° 03' 56.9459" N 14° 05' 27.6481" W
90 50° 24' 03.4904" N | 10° 47'06.1042" W[ 133 50° 05' 14.7727" N 14° 13' 20.7705" W
91 50°22'19.5399" N | 10°51'38.5036" W[ 134 50° 05%53.0763" N 14° 20' 04.1122" W
92 50°22'12.4232"N | 10° 57'39.4019"W| 135 50° 06' 14.2169" N 14° 24' 19.2068" W
93 50°22'13.8756" N | 11°00'07.1365"W| 136 50° 05' 56.5160" N 14° 40' 17.0983" W
94 50° 22" 45.2030" N | 11° 08'53.9816" W| 137 50° 0542.1970" N 14° 47' 00.7019" W
95 50° 22" 47.6390" N | 11°09'53.8751"W| 138 50° 00' 14.0513" N 16° 26' 15.6274" W
96 50°23'21.0761" N | 11° 15'45.8819" W[ 139 50° 00' 08.3564" N 16° 26' 08.6198" W
97 50°23'28.4490" N | 11°17'14.2863"W| 140 49° 5922.1386" N 16° 25' 09.6488" W
98 50°23'52.2735"N | 11°23'17.8315"W| 141 49° 57'51.2408" N 16° 23' 08.2465" W
99 50°23'59.8721" N | 11° 26'43.9291" W[ 142 49° 55' 40.0233" N 16° 19' 57.7592" W
100 | 50°24'11.1238"N | 11°31'31.5306" W[ 143 49° 53'35.0207" N 16° 16' 37.6427" W
101 | 50°24'10.8972"N | 11°32'02.3352"W| 144 49° 51' 36.5288" N 16° 13' 08.3824" W
102 | 50°24'00.1298"N | 11°35'54.8087"W| 145 49° 50' 07.9693" N 16° 11' 35.7482" W
103 | 50°23'39.7889"N | 11°42'49.3406"W| 146 49°50' 11.1504" N 16° 11' 09.4136" W
104 | 50°23'32.8918"N | 11°45'03.9208"W| 147 49° 55'11.2124" N 14° 42' 45.6938" W
105 | 50°22'33.0012"N | 11°55'20.7298"W| 148 49° 55'30.3435" N 14° 25' 20.5199" W
106 | 50°22'12.0928"N | 11°59'05.9218"W| 149 49° 54' 47.3825" N 14° 17' 06.3631" W
107 | 50°21'36.2752"N | 12°04'14.3509" W[ 150 49° 53' 23.9523" N 14° 08' 26.9229" W
108 | 50°21'22.9439"N | 12°06'05.6057"W| 151 49° 52' 47.5154" N 13° 59' 24.7156" W
109 | 50°20'35.2565" N | 12°10'26.7544" W[ 152 49° 53' 21.7651" N 13° 51' 05.7692" W
110 | 50°20°20.4908" N | 12°11'45.0433"W| 153 49° 55' 07.6247" N 13° 43' 31.6371" W
111 | 50°20'03.7650" N | 12°12'47.3296"W| 154 49° 58' 25.5099" N 13° 34'51.3828" W
112 | 50°18'43.4839"N | 12°16'40.1391"W [ 155 49° 59' 40.8428" N 13° 30' 26.8608" W
113 | 50°18'23.0556" N | 12°17'35.8454"W| 156 50° 00' 55.2116" N 13°24' 21.3272" W
114 | 50°16'10.1470"N | 12°21'50.5649"W| 157 50° 01' 33.4532" N 13° 20' 26.1975" W
115 | 50°15'22.0276" N | 12°24'08.9340" W | 158 50° 02' 59.2302" N 12° 57' 00.7986" W
116 | 50°14'11.1239"N | 12°28'51.6528" W[ 159 50° 03' 13.8560" N 12° 49' 02.3339" W
117 | 50°13'14.1792"N | 12°33'30.0508"W| 160 50° 02' 41.2465" N 12° 45' 29.7822" W
118 | 50°12'53.3629"N | 12°37'10.1483"W| 161 50° 02' 15.3946" N 12° 42' 42.4966" W
119 | 50°12'51.0564" N | 12°40'42.6545" W[ 162 50° 02' 19.6326" N 12° 35'50.3345" W
120 | 50°13'42.7263"N | 12°46'23.1301" W[ 163 50° 02' 51.3673" N 12° 30' 16.9639" W
121 | 50°1346.0366" N | 12°47'19.2162"W| 164 50° 05' 12.0962" N 12° 19' 07.3160" W
122 | 50°13'453192"N | 12°48'11.8018"W| 165 50° 06' 53.4130" N 12° 13' 33.1523" W
123 | 50°13'36.2727"N | 12°57'08.1169"W| 166 50° 07' 56.9095" N 12°11' 12.1242" W
124 | 50°13'27.0923"N | 13°00'21.7968" W[ 167 50° 09' 37.3375" N 12° 08' 03.5175" W
125 | 50°12'00.3844" N | 13°23'11.3524"W| 168 50° 10' 28.8582" N 12° 05' 35.9203" W
126 | 50°10'25.9394"N | 13°32'54.9254"W| 169 50° 10' 58.8310" N 12° 03' 10.5590" W
127 | 50°08'49.3657" N | 13°39'30.5950"W| 170 50° 11' 33.2453" N 11° 57' 40.6937" W
128 | 50°06'15.2202" N | 13°46'44.5626" W[ 171 50° 13' 00.4249" N 11° 43' 32.5188" W
129 | 50°04'54.0184"N | 13°50'11.0431" W[ 172 50° 13' 17.6376" N 11° 37' 39.5659" W




ldx Latitude Longitude Idx Latitude Longitude
173 | 50°13'35.6983"N | 11°31'43.1639"W| 194 50° 09' 54.8634" N 8° 58' 35.4923" W
174 | 50°13'22.0632"N | 11°25'11.5198"W| 195 50° 09' 50.9752" N 8° 58' 14.6499" W
175 | 50°1258.1970"N | 11°19'42.0965"W| 196 50° 09' 45.4662" N 8° 57' 40.7929" W
176 | 50°12'13.5902"N | 11°11'39.4218"W| 197 50° 09' 41.4744" N 8° 57' 06.4249" W
177 | 50°12'13.4355"N | 11°09'14.8841"W| 198 50° 09' 41.0728" N 8° 57' 02.1220" W
178 | 50°1150.9770"N | 11° 04 16.6517"W| 199 50° 09' 04.0902" N 8° 52' 40.9073" W
179 | 50°11'36.4628"N | 10°58'14.1489"W| 200 50° 08' 44.7053" N 8° 52' 07.4655" W
180 | 50°11'40.7220"N | 10° 53 36.0400" W[ 201 50° 08' 27.3146" N 8° 51' 31.4698" W
181 | 50°11%56.3894"N | 10°44'56.1893"W| 202 50° 08' 20.7334" N 8°51' 16.5027" W
182 | 50°12'47.1228"N | 10° 34 07.2453"W| 203 50° 08' 09.0373" N 8° 50" 47.8865" W
183 | 50°15'14.2903"N | 10° 02' 26.8876" W| 204 50° 07' 58.6034" N 8°50' 18.1139" W
184 | 50°1555.0301"N | 9°52'18.9596"W | 205 50° 07' 49.4790" N 8° 49' 47.3197" W
185 | 50°15'55.8673"N | 9°52'11.5538"W | 206 50° 07' 44.6810" N 8° 49' 29.5835" W
186 | 50°11'59.2029" N | 9°22'47.4828"W [ 207 50° 07' 36.4346" N 8° 48' 55.7606" W
187 | 50°11%56.6586" N | 9°22'26.7085"W | 208 50° 07' 29.7680" N 8°48' 21.1067" W
188 | 50°10'52.3624"N | 9°12'38.7127"W | 209 50° 04' 40.5338" N 8° 31' 39.0166" W
189 | 50°10'49.9882"N | 9°12'13.2755"W [ 210 50° 03' 35.9283" N 8° 25' 45.4688" W
190 | 50°1048.4482"N | 9°11'47.6835"W | 211 50° 03' 15.2034" N 8° 24' 06.7466" W
191 | 50°10'17.0718"N | 9°00'03.7540"W [ 212 50° 10' 00.0012" N 8° 24' 00.0000" W
192 | 50°10'12.2892"N | 8°59'47.7565"W | 213 50° 10 00.0012" N 8° 12' 00.0000" W
193 | 50°1002.6878"N | 8°59'12.1428" W




Landfalls & Inshore Survey Corridors

Thesurvey area covers two potential landfalls close to Rosscarbery, Countywitbrisurvey corridors
through Rosscarberay to a potential landfathit Ownahincha / Little Island Strand to the West and a
landfall at Long Strand to the Eashelgeneral location is shown in Figure 4.

]
- e
P, 4 § '
\ : Clonakilty

Rosscarty

Rosscarbery

Ownahincha /VLittIe Island Strand

Long Strand

M  Landfall location

1 1 | 1 l | 1 ]l
I 1 T 1 1 T 1 1 . Town

1.0 km 3.0km 5.0km 7.0km )

Figure4. Landfall Locatios.

Long Strand

Thesurvey area covers a potential landfall at Long Strand. The beach isanbboginterrupted stretch of
sandandis bufferedto the Northfrom the R598(ClonakiltyRd) and L4006 (to Galley Hedg)a belt of
grassycoastal sandlunes (Figure 5.) Angequirement for beach access for vehicles or equipment will be
solely via the existing track way adjacent to the Fish Basket Café. (Figure 6.) No vehicles or equipment will

traverse the sand dune system.
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Figure6. Beach Access track at Long Strand
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Thesurvey area covers a potential landfall at Ownahinthattle Island Strand. This is effectively two
beaches linked by a spit at Iron Redkh shingle andDwnahincha River to the west and with saddnes

and rocky inletso the east.The R598ClonakiltyRd) runs parallel to the beach, separated el of grassy

coastal sandduneson the eastern side. (Figure 7.) Any requirement for beach access for vehicles or
equipment will be via the existing established access tracks from the R598. (Figures 8 & 9). No vehicles or
equipment will traverse the sand darsystem.

Beach

Beach
Access
Track

Figure8. Little IslandBeach Access.A




Beach
Access
Track

Figure9 OwnahinchaBeach Access.B

Thelandfall locations shown on Admiralty affdnance Survey Maps apeovidedin Drawings 1355\
101 Licence Mafd355A-102 Site Layout Map 1 & 13%%103 Site Layout Map &nd includedwith the
Licence Application

The general line of the inshore section of the proposed survey route is shown Adnainalty Chart base
in Figure 10After approx. 2.5km, the survey corridors converge in Glandore Bay and head in a south
westerly direction from the landfalls, staying west of Galley Head.
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FigurelO. Inshore Sections and Landfalls.
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After exiting Glandore Bay, theurvey corridor continues in a southwestern directiith eastern and

western route options as shown on Figure 11. The survey will be carried out on one of the route options

and will survey a 500m swathe within the licensed afgaproximately 150km form the landfall, the route

corridor changes to an eastest orientation. The route east across the Celtic Sea towards Cornwall, UK

stays South of the Labadie Bank.

The route west (Figures 12 & 13) crosses the continental shelfiter the deep waters of the Porcupine

Seabight south of the primary Gollum Channel and the Mound Provinces which are located north of the

Gollum Channel System. The routaversesthe ultra deepwaters of the Porcupine Abyssal Plagfiore
leaving the Irish Maritime Area and continuing iwesterlydirection towardshe United States.
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4.2.3 Proposed Marine Survey & $iteestigations Schedule of Works

The principal objective of the Marine Survey & Site Investigations is to ascertain a feasible and safe route

for cable system design, deployment, survivability and subsequent maintenance with due regard for
environmental and ecological considerations. Buevey will also enable decisions to be made on cable
armouring and burial. The survey will identifiye necessary water depthspute features, seabed
obstructions, seabed geomorphologynd cable hazards andill alsoprovide detailed informatioron the

seabed sediment, subsurface stratigraphy and upper sediment laystgpport cable route and installation
SYIAYSSNAYIDd ¢KS AA0GS Ay ®BA &A Foaaphych dlaiaoRyftHe rolNE G A R S
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The objectives of thenarine geophysicaurvey shall be:

9 Tocollect up to date higiesolution bathymetry along a 500m wide cable corridor (or 3 x Water
Depth up to 10km in Deepwater) within the Maritime Usage License Application Area;

9 To obtain information on the seabed surface (type, texture, variability, etc.) and in particular, to
identify any seabed features that may be of interest.

1 Identify any shallow geohazards and maade hazards (including but not limited to outcropping,
boulders, shallow gas, wrecks, debris etc.);

1 Determine the stratigraphyf the upper layers of the seabed along the cable rcante quantify
the variability in the lateral and vertical extents to depth2efm

Identify anyseabed obstructions

Identify sensitive marine habitats which will need to be avoided dusitg investigations and
sampling.

The survey operations will be broken down into separate but overlapping areas, with boundaries defined
by water depth as specified in the technical requirements outlined below. These water depth boundaries
may be adjusted due to suitability of trervey vessel(s) and survey spredatie survey and survey line
spacing will be designed to ensure adequate coverage and overlap of geophysical measurements.

1 LandfalBeachSurvey Terrestrial Beach and Intertidal Zone

1 Inshore Survey from 3m Chart Datum to 15m Chart Datum

9 Offshore Surveyg Water depths greater than 15m Chart Datum up to 1500m
1 Deepwater SurveyWater depths greater than 1500m Chart Datum

In order to ensure data coimuity, coverage between the survey areas is required with indicated overlap
below,

1 Landfall Beach Survéy InshoreSurveyg 50m overlap
1 InshoreSurvey to Offshore Surveys00m overlap
9 Offshore Survey to Deepwater Sun@y00m overlap

Landfall Beach Survey & Site Investigations

A nonintrusive topographic and geophysical survey of the beach along the line pfdpesed cable route
at each landfalis required to the low water mark

The topographical surveyould typically be carried out by GPS Rover, Total Station orA¢A%! Drone
using photogrammetry or LIDAR techniqud@de tarestrial geophysical survey will comprise remote
sensing techniques such &round Penetrating Radar to establish subsurface features and depth to
bedrock and magnetometeror handheld marine metal detector to locate buried ferrous objects.

An intertidaland beactsurvey (walkover survey) will be carried aut the beach by the project ecologist.
The intertidal surveys wile undertakenat low or Springides in line with guidance in th&NCQvarine
Monitoring Handbook (Davies et al., 2001).

An intertidal and beachsurvey (walkover survey) will be carried ooh the beach by the project
archaeologist under licence from the National Monuments Servidee intertidal surveys wilbe
undertakenat low or Sprindides. A cameraGPS and marine metal detector will be deployed, scanning a
seriesof survey linesn a grid pattern on the beach and intertidal zon&d. archaeologicaturveywill be
carried out to determine the location of all known archaeologaatultural heritagdeatures in advare

of the landfall site investigations.
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LandfallSite Investigations wilbe undertaken on the beach to establish the depth and nature of the
sediment and depth to bedrock. The focus of the site investigations will be on the upper layers of sediment
to assess the feasibility of cable burial and installation technigues. Theiimjjanay be undertaken at each
landfall:

T
T
1

3 Trial Pits on the beadlarget depth 2.5m).

Bar probesn the beach at 10m spacing (approx. 6 to 8).

Bar probes from the Low Water Line to the 3m water depth contiurOm spacing. (approx. 6 to
8)

TheTrial Pitswill be positioned at approximately0dn centres starting seaward tie High Water Mark.
TheTrial Pits will be excavated, logged, photographed and backfilled in a saajleycle The trial pits will
be backfilled with the original excavated materials in the sequence in which they are excavated

A summary Method Statement for excavationamily Trial Pits is as follows

T

1
1
T

Excavate sand and place to one side.
Excavate substrate and place separate from sand.
Measure, log and photograph each Trial Pit.

Backfill in sequence compacting with bucket of bhok as the backfilling proceeds

50m 75m 100 m

Figurel4 Long trand Trial PLocations.
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The bar probes on the beach arenually driven to a depth of 2 metresmply to prove the depth afpper
layers of sand, gravel or soft material.

A noninvasive Electrical Resistivity Tomography (ERT) survey may be required (tbc) and would be utilized
within the Study Arean the beachERTsurveyinvolves the measurement of electric potential differences
between a series of dispersed electrodes that are generated by an electrical current that is injected into the
subsurface. Typically, this involves the placement of multiple vertical electradgs{VES) in the ground
where the electrodes are equally spaced. Additional electrodes can also bedpl@mporarily, just
beneath the surface to aid measuremerni$fie ERT survey provides

a) Depth of Penetration below ground,
b) High resolution of vertical geomorphic boundaries and

c) Is not sensitive to velocity inversions.

Furthermore, the combined results of the ERT and topographic survey (Section 3.6) will allow for a better
understanding of the existing stratigraphy

Inshore Marine Survey

The area extending seaward from the low water matrkach landfaland inshore of the safe working draft
limits of the primary survey vessel will be accurately surveyed with a smalbckafimanned Survey Vessel
(USV)using Multibeam Echosounder (MBES), sidescan sonarine magnetometeand subbottom
profile equipment. Sulbottom profile equipment will be able to discern the nature and density of the
upper 3 metres of seabed and will be used on a-mterfering basis with other sounding systems. A
minimum ofsevensurvey lines, based upon the Survey RPL, is required
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Features such as shallow reefs, surge channels, debris fields, archaeological features or anything that could
be a hazard to the cable or installation team will be noted. General reconnaissance of the survey corridor
beyond the planned survey lines and-limes may be necessary to describe the seabed as accurately as
possible. A line plan showing number of survey lines as a function of depth ddtdreninedprior to start

of survey operations

Survey Depth Range| Survey Corridor | Min. # of | Min. Overlap Typical Survey
Area Width Lines Speed
Inshore 3mto 15m 500m 7 SSS: 100% 4 knots
MBES Bathy: 20%

Table2 Inshore Survey

Offshore Marine Survey

The area extending seaward frahe outerlimits of theinshore survey tahe 12nm limits will be surveyed

by the gimary survey vessel using Multibeam Echosounder (MBES), sidescan sonar, marine magnetometer
and subbottom profiler equipment.A continuous bathymetric swathalong with side scan sonar imagery

and subbottom traceswill be obtained, centred on the preliminary route and along all wing lines needed

to complete theroute corridor coverageA minimum offive survey lines, based upon the Survey RPL, is
required

Subbottom profile equipment will be able to discern the nature and density of the upper 3 metres of
seabed and will be used on a nomnerfering basis with other sounding systems

Survey Depth Range Survey Corridor | Min.  # | Min. Overlap Typical Survey

Area Width of Lines Speed

Offshore | 15m to100m 500m 7 SSS: 100% 4 knots
MBES Bathy20%

Offshore | 100m to 1,000m 500m 5 SSS: 100% 4 knots
MBES Bathy20%

Offshore | 1,000m to 1,500m 500m 7 SSS: 100% 4 knots
MBES Bathy20%

Table3. Offshae Survey

The area extending seaward fraby600m water depth to the Maritime Area limits will be surveyed by the
primary survey vessel using Multibeam Echosounder (MBES) equipment. A continuous bathymetric swathe
will be obtained, centred on the preliminary route and along all wing lines neededrplete the route
corridor coverage. One survey line, based upon the Survey RPL, is required

The width of the seabed covered by a single survey line increases as a function of water depth, with the
width approximately equdb upto 3 times the water depth. This is illustratedFigure 9 below. Therefore,

in deep water the survey corridor width increases as the survey progresses into deeper waters. The
maximum water depth of the survey within the Maritime Area is approximately 4,08&sed on previous
experience of deepwater cable route surveys, the survey corddatidor width will thereforeextend up

to a maximum of approximately0J000m at the Maritime Area extents

Survey Depth Range| Survey Corridor Width | Min. # of | Min. Overlap Typical Survey
Area Lines Speed
Offshore | >1,500m 3xWD 1 NA 4 knots

Max. approx. 0,000m

Table4. Deep WateiSurvey
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Marine Site Investigations and Seabed Sampling

The purpose of thenarinesite investigations and sbed sampling is to evaluathe physical properties of

the superficial seabed sedimentdong the cable route These methodologies will ensure thatfuall
understandimg of the subsurface is achieved, focussing on the upper 3 metres of sediment to subsequently
develop a cable burial assessment, installation and burial plan.

The scheduledite investigations andeabedsamplingwithin the maritime area limits witomprise othe
following techniques

1 Upto96CPTs (2m to 3m)
1 Up to 48 Gravity Cores / Vibrocores (3m)
1 Upto 26 Grab Samples

Indicative locations for the relevant site investigation activi(i@avity or Vibrocore, Grab Samples and

/ t ¢dpedsbown in Figure6l- 18. Site investigations and seabed sampling will only be undertaken up to a
limit of 1,500m water depth.Typically, individuasamplingpositions will be determined following initial
interpretation of the geophysical survey datdneTpositioning of individual site investigation locatiomisi

also take into consideration environmental constraints such as the positibsemsitive habitats or
archaeological features

Two or moreattemptsmaybe made at each location to acquire a suitable sample. If an acceptable sample
is achieved on the first attempt, there is no need to perform a second attempt

An acceptable sample is defined as

1 Grab Sample recovery of approximately a full bucket of sediment. Recovery of large size granular
material may be taken as indication of a hard seabed.

1 Gravity Core / Vibrocore recovery of < 3ntore of soil. If stiff or hard soils are encountered and
are clearly indicated in thsample, it sample mdye deemed acceptable. Any sample site yielding
less than 1m of recovery must be investigated a seaoridird time unless there is obvious damage
to the coring equipment indicating a hard or rocky substrate.

1 CPTg Penetration to the Bn - 3m target depth or refusal Any push resulting in less than 2m

penetration will warrant a second attempt.
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Seabed Sampling

Thetotal overall scope of the Site Investigations is as follows

1 Trial Pits Up to 3 No. on the beach.

i Bar Probes 16 No. on the beach

1 Bar Probes 16 No. from Low Water to 3m contour.
1 Grab Samples 26 No. along the route corridor.

1 Gravity Cores / Vibrocores 48No. along the route corridor.

1 Cone Penetration Tests 96 No. along the route corridor.

Underwater Video Surveys

Underwater video camera systenmay be used for inspectiongf the seabedto investigate seabed
obstructions, marine archaeology or benthic habitais underwatedrop-down camera system or similar
maybe usedn a series of videtransects which would be georeferenced and later mapped in GIS.

1500m
contour

%

= |[surveyArea
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") — SURVEY ROUTE

7 |== WEST OPTION
] —1500m
o < | ecpT

: : : : . o T o crabsample
0km 25 km 50 km 75 km 100km | ~ - — T . e Gravity Core

Figurel8. Indicative Sampling LocationsNestern Route Option

Archaeological Survey

The proposed survey specification takes into acceucthaeological data acquisition to enable professional
archaeological interpretation and analysis of data. The survey equipment deployed and data acquisition
and processing shall comply with the requirements of the National Monuments Service, Underwater
Archaeology UnitWalk over surveys will be conducted withime intertidal area to check for marine
archaeologyeatures and evidence of features of cultural heritage significance.
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All archaeologicahssessmentsvill be carried outunder by a suitably qualifiedind experienced marine
archaeologist to determine the location of all known archaeolodéatlres in advance of the intrusigie
investigations and seabed samplinghe data collected will be used to support the archaeological
assessmerst

4.2.4 Survey Equipment Parameters
Multibeam Echosounder (MBES)

Echesounders are a diverse group of acoustic sources used to collect information on bathymetry, seabed
features and objects in the water column (eMulti beam echosounderscientific echesounders/ fish
finders). Theymeasure water depth by emitting rapid pulses of sound towards the seabed and measuring
the sound reflected back

Multibeam Echosounder (MBES) will be used during the marine survey to provide détdilednsional
bathymetric mapping of the cable route corridor using multiple beams elongated in the dcaoks
direction to covem fanshaped sector (or swatlfrigure 8). Measurements of the acrodsack beam from
MBES showed 3 dB beam widths of 11BD°; in the alondrack orientation beam width isarrow, typically
~1.53.0° (Crocker & Fratantonio 2016).

MBES is nointrusive and does not interact with the seabed. The MBES system will be used will be
confirmed following the appointment of a survey contractor but typical systems which can be taken as
examples would be the R2 Sonic 2024, Kongsberg EM20Ri8ledtyne Seabat T50 which would be hull
mounted on the survey vessel

A specific deepwater Multibeam system will be required for surveying in water depths greater than 1,500m.
The deepwater MBES system that will be used will be confirmed following the appointment of a survey
contractor butatypical system which can be taken as examples would be the Kongsh&&p Bderating

at 12kHz with 1x1 degree beamwidth.

e

Figurel9 Graphic of MBES survey in operation

Theacoustic signal emitted by MBES systesnshort duration, typically of a few milliseconds or less, and

can be configured to within the range 0:09 ms for certain systems. Repetition rates are highly
customisable, varying withgial frequency and water depth. Pingtes of up to 1€20 pings per second

may be used in very high frequency systems, whereas there may be several seconds between piRgs in low
frequency deepwater applications
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For collecting information on the seabegmitted sound frequencies are typically between 200 kHz
depending on water depth, with surveys in continental shelf applications operating at between 70 to 150
kHz, and in shallower waters of less than 200 m using #beéim echosounderoperating at between 200

and 30 kHzThe ypical operating frequencies ftine cable route survey within the Maritime Usage Licence
application area will be in the range 00@kHzto 500kHzin shallow water and 12kHz in deep tea
(>1500m). (Danson 2005, Hopkins 2007, Lurton and DeReutier)2011

Maximum sound sourcpressurelevels of MBES have been reportedrasging from21¢1np R. NBE wm>t
at 1mwith the highest levels corresponding to the lowest frequency syst@dECCQ011, Lurton and

DeReutier 2011, Lurton 2016, BEIS 202B¢ highest measured source levels among three MBES systems
gKSY 2LISNFGSR G YFEAYdzZY LR 6SN F2N OSy i Ndpk 222 LIS NI (i A
HHY R. NB®BLEpl8Mdpr i Rm 2NBIn (Crotker & Fratantonio 2016

Sidescan Sonar

Sidescan sonarSSS)s a seabed imaging techniquesed to provide highesolution and detailed 2
dimensionalimagery of the seabed for a variety of purposgS3nvolves the use of an acoustic beam to
obtain an accurate image over a narrow area of seabed to either side of the instrument

Piezoelectric transducelis the SS§enerate highHrequency acoustic pulses which are directed either side

of thetow fish The transducers are oriented such that the acoustic signal covers a wide angle perpendicular
to the path of thetow fishthrough the water, providing information on a strip either side of the device
(port and starboard)The intensity of the acoustic reflections from the seafloor is recorded in a series of
crosstrack images. When stitched together along the direction of motion, thesges form a waterfall

view of the sea floor within the swatlof the beam.The range(swath width)is dependent upon the
frequency, power and other source configuratimut is typically between 5800 mon both sides.

Analysis of SSS datacan aid dentification of gafloor sediment surficial bedrock outcrops and
geomorphology mapping Obstacles risingroud ofthe seafloor, such as shipwrecksulders, pipelines,
outfalls, exposed cables, fishing gear atan cast shadows on the resulting seafloor image where no
acoustic signal is returned. The size of the shadow can be used to determine the size of the feature casting
it (Figure 20).

Figure20. SSSmage of shipwreck on seabed and nadir gap.
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SSS$s nonintrusive and does not interact with the seabed. T3@System will be used will be confirmed
following the appointment of a survey contractor but typical systems which can be taken as examples would
be the Klein 3000 or Edgetech 4200 (Figure ZIhe SSS may be hull mounted but is typidalyed at

depth behind thesurveyvessel on an armoured tow cable

Figure21. Deployment of Edgetech 4200 Tow fish

Acoustic signaburations of SSS systemare short (0.4ms¢ 1.0ms) but vary between models ral
configurations withlonger signal durations are required to survey greater ranggepetitian rates are
highly customisable withipg rates of ugo several tens of pingser secondCrocker & Fratantonio 2016
The frequenciesised by sidescan sonar are relatively very high, typically between 100 and 90Md4z.
SSS systems offegattime dual frequency operatiowhich allows acquisition dfoth frequenciesacross a
swath independently and simultaneoushf.he higher frequency produces higher resolution data and
sharper imagebut with a rarrow swathwidth while the lower frequency results imider seabed coverage
at lower resolutions

SSSypically offer a selection of two operational frequencies in the range ofSDkHz, or may operate

both simultaneously. Some models may offer an upper frequency of up to 900 kHz for applications requiring
the highest resolution dataAcrosstrack resolutions vary between8 cm with finer resolution at higher
operating frequenciesThe typical operating frequencies for the cable route survey withinMlagitime

Usage Licencapplication areawill be between 200 to G0 kHz

The line spacing for the survey will be determined after consideration of all factors including water depth

and prevailing conditions at time of survey. Generally for SSS, full coverage requires two passes with 100%
overlap over a given area of sélaor, with the two passes eadnsonifying the sedloor from opposite

directions to ensure targets are adequately imagedK A & | f &2 Sy & dzNB &he Gefittedf G KS W
the image directly under the path of thiewfish is fully covered (Figure 20).

Sound sourcgressurelevels of SS§/stemahave been reportedypically in the range Lp,pk @240 dB re
mM>t I m{BDEMI2016, BEIS 2020, DAHG 20Mgximum calibrated source levels, (sound pressure)

measured byCrocker & Fratantoni2016) ¢ SNB [ LI LJ| mifera 0.Rms pisB, wivereasl |
the highest energy source lev@l¥ [ 9 X LJ 8 a ImRorrespdddedito @ lbnger pulse of 1.1 ms
at lower maximumpreés dzZNS o[ LI LJ mmn R. NB wm>tl Fd wm
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Marine Magnetometer

A marinemagnetometer is gassive towed sensarsed to measure magnetic field strengihdto detect
variations in the total magnetic field of thenderlying seafloorThe magnetometer does not transmit any
signals into the marine environment.

Usually the increased magnetization is caused by the presence of ferrous (unoxidized) iron on the seafloor
or buried below the surfagewhether from a shipwrecke@esselmade of steel orfrom natural rock
formations containing grains of magnetit&fter corrections are made to measurements of the total
magnetic field, magnetic datis usedto locate existing infrastructure such as buried pipelines, undersea
cablesand to identifyshipwrecks and potential unexploded ordnance.

Marine magnetometers are neimtrusive and daot interact with the seabedlhey are towed atlepth at

least two and a half shifengths behind thesurvey vesselda 2 G KIF G GKS &aKALIQA YI 3y S
interfere with magnetic measurementd.he marine magnetometer may be integrated and towed in

tandem with the SSShe marine magnetometer will be of the Caesium Vapour type and capable of
recording variations in magnetic field strength during survey to an accuracy of £0.5nT

The marine magnetometesystemto be used will be confirmed following the appointment of a survey
contractor but typical systems which can be taken as examples would be the Geomei8@oCMarine
Magnetics SeaSpy (Figure 2Zhe line spacing arabveragewill generally match the SSS as they are towed
in tandemand the parameters of the survey may be determined by the requirements of the Underwater
Archaeology Unit athe National Monuments Service.

Figure22. Marine Magnetics SeaSpy towfish.

Subbottom Profiler

Subbottom profilers (SBPs) encomgs a range of acoustic systems which designed tocollect
information on the characteristics of strata below the seapestablishchanges in sediments and detect
and image structures buried within the sedimeffsgure 23). Shallow Stiottom profiling campenetrate

the seabed to a range of depths, foa few metres to tens ometres depending on the geological
conditions encounteredand with vertical resolutions from a few centimetres to a few metres. Most are
towed behind a survey vessel, either at/near the surface or at depth, whereas soraller devices may
be hullmounted or lowered over the side of a vessel on a pole mount
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Pulsed waveform SBPs generate acoustic signal either through the impulsive physical processes of
electrostatic discharge, as in sparkers, or electromechanically via accelerated water mass, as in boomers.
All periodic waveform SBPs i.e. pingers, chirpers and parametric SBPs araredehtinical sources which
employ piezoelectric transducers to generate an acoustic waveform by converting electrical energy into
mechanical movement i.e. vibrations. Through the reverse of this process, the transducers can also detect
sound. As such, thes®urces are highly customisable; in many cases, the signal is modulated in frequency
and/or amplitude to improve its detectability and performance

The systems most commonly used for higlsolution surveying are theoomer (such as the Applied
Acoustics oom),pinger(such as thékongsberg GeoPulsechirp (such as the Edgetech 8B4, Figure
24) and parametric chirp systenfsuch as the Innomar SE2800) Whereas the boomer system provides
best results for coarser sediments, the pinger ahip systems deliver detail for finer sediments

The objectiveof the SBP cable routsurveyis to investigate the upper layers of the seabed sediments for
cable burial potential and installation risk from seabed obstructions such as subcropping rock formations
and is not focussed on deep seabed conditions such as required for investigatidshmfrefwind farm
foundations or deepwater seismic surveys carried out by Oil and Gas Explofdto®Psystem usedor

the surveywill be confirmed following the appointment of a survey contracod themost appropriate
system chosendepending on the seabed, anticipated geological environment andstirgey vessel
capabilities.

Sound sourc@ressurelevels ofvariousBPsystemshave been reportedypically in the range Lp,pk 185
2n T R. NBn.(Martiey Anderson R02Grocker & Fratantoni@016). A summary of the Maximum
Sound Pressure Levels for SBP systems is described in Table 4Tieo®BRurvey is noantrusive
therefore does not interact with the seabed

Figure24. Edgetech SB24 tow body
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Maximum Source
Equipment Type Frequency Range| Duration Pressure Level Reference
ONB wm>t |
Sgbbottom Profiler (SBR) 2 KHz to 15 KHz 0.5-30 214 dB. Hartley Anderson
Pinger ms 2020
Crocker &
Supbottom Profiler (SBR) 2 KHz to 13 KHz 5-40 185- 215 dB. Fratantonio 2016,
Chirper ms Hartley Anderson
2020
Subbottom Profiler (SBR) 500 Hz to 15 kHz 0.5-1.0 205-215 dB. Crocker&
Boomer ms Fratantonio 2016
Subbottom Profiler (SBR) | 4 to 15 kHz,851t0 [ 0.2-30 | 238-247 dB. 200 Hartley Anderson
Parametric 115 kHz ms 206 dB. 2020

Table4. Typical SBpecifications
Ultra-Short Baseline (USBBubsea Positioning

An UltraShort Baseline (USBL) isubsegpositioning system widely used by the offshore marine industry
and scientific research vessels to acculateack the position ofowed equipmentand sensorsThe USBL
system consists ofteansceiver mounted to the survey vessel, and transponders ottotlved equipment

To calculate a subsea position, the USBL calculates both a range and an angle from the transceiver to the
subsea beacon. Angles are measured by the transceiver, which contains an array of transtheers.
transceiver emits aacoustic signal at predetermined periods (often 0.5 seconds) which is returned by the
transponderand allows for the bearing and distance to be calculated

USBL systems are designed for close ramagesmission and thutypically emit pulses of medium frequency
sound (20 to 5&H2). Manufacturersreport SPL valuesf 194 to 207dENS ™ > m Hepdnding en the
model used taking as an example the higher range of USBL sdkmragsberg HiPAP) with a $®R07dB
NE m>ml G ™

ConePenetration Test (CPT)

The survey vessel will position itself over the target position to carry out the CPT. The seabed CPT rig (such
as a Neptune 3000, Figure 25) is deployed to the seabed from the vessel cfearagfbr dedicated Launch

and Recovery System (LARS). Once®sédhbed, in a stable positionsiel rod with a conical tigypically

an apex angle of 60° and a diameter of 35.7 mm) is pushadi@ady rate into the seabed until it reaches
target penetration depth of 3 to 6m or refusalhe penetration resistana the tip and along a section of

the shaft (friction sleeve) is measuradd recorded for later analysis.

Refusal is indicated by peak system thrust, excessive load on the tip or excessive inclination of tife cone
target penetration depth is not met, the CPT rig may be moved to a nearby position on the seabed and the
test repeated. The time taken to complete a shallow CPT is typically less than 10 minutes but the total time
in the water from deployment to recovemay be 1 to 2 hours at each position, depending on water depth
and sea state.

There is very little published information on the sound pressure leyemerated from CPT equipment,
collected either from fieléxperimentation or from manufactures specifications. Data from a simdeaice,
indicates that sound pressure source levate typically within the range 118145 decibels (dB) (BOEM
2012 EIRGRID 2014.
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Figure25. Neptune 3000 CPT rig

Gravity Core

Gravity corergFigure 26)provide a rapid means of obtaining a continuous ceaenple in water depths

from a few metres down to several thousand metres. A gravity corer consists of a steel tube in which is
inserted a plastic liner to hold the core sampf@ravity corersare commonly used for cable route
investigations

A set of heavy weights, up to 750 kg, is attached at the top end of the tube above which is a fin arrangement
to keep the corer stable and vertical during its fall to the seabed. The sampler penetrates the seabed under
its own weight. Normal practice is tower the device to within 10 m of the seabed before releasing. The
penetration depth is between 1 m and 3 m. Penetration in stiffer clays or sands is usually.limited

The penetrating end of the tube is fitted with a cutter and a concave systiegj corecatcher to retain the
sample when the corer is retracted from the soil. The suction caused when withdrawing a core barrel from
a soft soil such as clay, can pull thenpée from the barrel, or in other ways disturb its homogeneity. By
fitting a piston above the sample, the partial vacuum caused above the piston, when the barrel is
withdrawn, keeps the sample from being pulled out of the tube

Upon refusal or at target depth of 3m, the sampler is recovered on deck where the sample is split, typically
into 1m lengths, logged, sealed antbred for laterlaboratoryanalysis. The typical diameter of the liner is
in the region of 90mm with a typical maximum diameter of 120mm

Lifting point
Fins

Weight

Barrel

L— Liner

B g shoe
Figure26. Gravity Coreschematic

29



Vibrocore

Vibrocorers are used wherever soil conditions are unsuited to gravity corers or where greater penetration
of the seabed is necessanibrocore is best suited to necohesive soils (e.g. gravel or sand) as samples
recovered are considered disturbedibrocorers are commonly used for cable route investigations

To penetrate soils such as dense sands and gravetsresch deeper into stiff clays, rather than depending
onagravity freeF I £ £ T (GKS O2NBNDa oF NNBf Aad GAONI §SRX (i Kdz
vibration energy allows the core barrel to penetrate the sediments undemgatiht. In dher respects, the

barrel and sample retention systems are similar to gravity corers

The typical vibrocorer consists of a tall steel frame and tripod support. Within the frame is a standard 102
mm steel coring barrel in which is inserted a PVC liner to contain the saff@eypical diameter of the
PVdiner is in the region of 90mm with a typical maximum diameter of 120/spring steel core catcher

is fitted to the cutting shoe, as with the gravity coré&mo linear electric motors enclosed in a pressure
housing provide the vibratory motion; the core barrel is attached directly to tbégomhousing. Power is

fed to the motors via an electrical control line from the survey vessel

Once in motion, the heavy motor housing provides the mass to drive the core barrel into the s&abed.
penetration depth can be from 2m ton8depending on seabed condition& typical 6 m vibrocorer will
weigh nearly two tonnes and requires a crane fafrAme or deployment and recoveryibrocorers come
with barrel lengths of 3m, 6m and 8mith a 3m core proposed for this surveftnormal coring operation
in 100 m water depth will take about one hour

Once coring is started, the core barrel will penetrate to the target degfion refusal or etarget depth of
3m, the vibrocores recovered on deck where the sampiehe liner is removed from the barrel, the sample
is split, typically into 1m lengths, logged, sealed and stored for later laboratory analysis

The sounds producebly the operation of a vibrocorer on the seabednsist of a series dmpulses
corresponding to the movaent and impacts of the mechanics of the vibrating motion from the oscillating
motors on the core barrel Expected sound pressure levels generated by vibrocore equipment weuld
approximately 187.4 dBB ™ > in (LGL; 2D10Mm

Figure27. Deployment of Vibrocorer from Survey Vessel

30



Grab Samplers

Grab samplers are one of the most common methods of retrieving soil samples from the seabed surface.
The grab sampler is a device that simply grabs a sample of the topmost layers of the seabed by bringing two
steel clamshells togetheand cutting a bite from the seabed surfate a depth of 0.1 to 0.5mThe
information they providecan be applied in a number of applications suchsaabed classification,
environmental samplingchemical and biological analysisd ground truthing for morphological mapping

and geophysical surve@rab samplers can be used to recover samples of most seabed soils, although care
is needed in selecting the right size unit for the task

There are various grab sampler types to include but not limited to Van {&&egle or double, Figure 28)
Hamon Shipekand Day Grab samplers. Generally, some variants may come both as single or double, and
in a variety of different sizes. The grab sampler comprises two steel clamshells acting on a single or double
pivot. The shells are brought together either by a powesfuing (Shipek type) or powered hydraulic rams
operated from the swweyvessel

In operation, the grab is lowereflom the survey vessdb the seabedwith the clamshells in the open
positionand which trigger shut when the sampler is in contact with the seafloor. The shells swivel together
in a cutting action and retains a sammieseabed. The samplés then recovered to the suey vessefor

visual inspection, processing, logging and transfer to suitable sample containers for storage and later
laboratory analysisTypical performance rates are between three and four samples per hour

The smaller Shipek type grab sampler is useful for ground truthing geophysical surveys for the surface layer,
and samples are taken to about 0.1 m below the seabed. Larger hydraulic grabs are capable of recovering
relatively intact samples of consolidatestils to a depth of about 0.5 nin areas of large cobbles or
boulders, grabs can become jammed open and their contents washeddwiag recovery to the surface.
However, the hydraulic grab is more likely to recover cobbles and bmalliers than any dter system,

and in this respect is invaluabMariousgrabs will be available for th&urvey to ensure adequate sampling
equipment for various sediment types

Figure28. Single and Double Van Veen Grab

4.2.5 Survey Vessels

Offshoresurvey vesselare typically between 15m and i#bin length with potential for smaller vessels to
be used in nearshore / shallow water are&3ffshore survey vessel typicalhave an endurance of
approximately 14 to 28 day# vessel with a shallow water draft will be utilised for ihghoresurvey area
An unmanned surface vehicle (USV) and/or autonomous surface vehicle (ASV) maywed far the
geophysical surveyThe surveywesselsmay use a local port fopersonnel / equipment mobilisation,
bunkering and proviening.
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The marine survey works will costsof a dedicated marine spreachich will be suitable for the scope of
work required, the water depth and the anticipated seabed conditions of the survey area. The exact
equipment to be used will be confirmed following a tender process to procure the marine survey contractor

All surveyvessels will be fit for purposawill possess all relevant classification certificates aapable of

safely undertaking the survey work requirddealth, safety, environment and welfare considerations will

be a priority and will be actively managed during the course of the survey scopes of Appdinted
contractors will be required to comply with all legislation relevant to the activities within their scope of
work. Prior to survey works taking place unddviaritime Usage Licenceoth Projet Supervisor for Design

Process (PSDP) and Project Supervisor for Construction Stage (PSCS) will be appointed under the relevant
legislation and project / survey specific HSE plans will be put in place which will form part of the survey
project execution fans

The vesselwill conform to the following minimum requirements as appropriate
AcCompliance with Safety of Life at Sea (SOLAS), International Maritime Organization (IMO) and
national requirements for operating within Irish territorial waters.
A Stationkeeping and sea keeping capabilities required to carry out the proposed survey operations
safely;
ACalibrated equipment and spares with necessary tools for all specified works;
AEndurance (e.g. fuel, water, stores, etc.) to undertake the required survey works;
A Sufficient qualified staff to allow the survey operations to be carried out efficiently, (typically 24
hour continuous for offshore survey, 12 hour for nearshore survey); and
A Appropriate accommodation and crew welfare facilities.
Survey vesselsill generate some subsea noise in the marine environment from engine noise and dynamic
positioning thrusters. Shipping noise is typically within the8B0 Hz frequency band and is theminant
noise source in deeper water (DECC, 2011). Propellers on vessels all have the potential to produce cavitation
noise. This sound is caused by vacuum bubbles that were generated by the collapse of bubbles created by
the spinning of the propellers

Acoustic broadband sourgeessurdevels typically increase with increasing vessel size, with smaller vessels
(<50 m)havirg source pressure levels 160T p  R. 6 N medizn dize Fessel @DO m) 165180

dB NB ™ > t)landHafgeves96Ig>100 m) 186190 dB KB ™ > m){DEEG) 20MIFvery vessel has a
unigue noise signature and for each vessel this can change in response to a number of factors, including;
ship speed, operational status, vessel load, the condition of the vessel and even the properties of the water
that the vessel is ggrating in

4.2.6 Marine Survey and Site Investigations Sound Pressure Level Summary

All survey works that involve the use of acoustic instrumentation will follow the Guidance to Manage the
Risk to Marine Mammals from Manade Sound Sources in Irish Waters, 2014

The ranges of noise frequency and sound preskwasassociated with all the surveys outlined in previous
sections is summarised in Tabfe and 6 below. It cabe noted thatas the focus of the cable route surveys
within the Maritime Usage Licence application area is the seabed surface and upper layers of seabed
sediments and generally obtaining higher resolution data, the geophysicapmentsuch as MBES and
SSS$sgenerally operatd more towardsthe higher end of the frequency rangéhere possible.

4.2.7 Timeline and Duration of Survey Activities

The intention is to commence the survey as soon as feasible following license award, taking into account
survey vessel availability, the overall transatlantic cable route survey programme, seasonality and suitable
weather windows. The exact mobilisationtda will not be known until the process of procuring a
contractor and issue of théMaritime Usage Licences complete. It is anticipated that the marine
geophysical survey and site investigations activities withinMlagitime Usage Licencarea willtake less
than 4 months in totahnd ideally will be completed in one operation. However, depending on operational
factors this may be split up over 8 monthEhe estimated time required to complete the cable route survey
campaign activities is described in Tableelow.
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Maximum Source
Pressure Level

Equipment Type Purpose Frequency Range| Duration ONB wm>t | Reference
Danson 2005, Hopkins 2007, DECC 2011, Lurton
Multibeam Echo Measure detailed bathymetry by DeReutier 2011, Lurton 2016, BEIS 2020, Crocke
Sounder (MBES), transmitting sound pulses (active sonar] 200kHz to 50kHz | 0.05- 10 ms 210- 245 dB. Fratantonio 2016
Deepwater
Multibeam Echo Measure detailed bathymetry by
Sounder (MBES) transmitting sound pulses (active sonar] 12 kHz 2¢15ms 210Db. Kongsberg
Determine surficial nature of the seabe(
Side Scan Sonal and detect objets by transmitting sound BOEM 2016, BEIS 2020, DAHG 2014, Crocker|
(SSS) pulse. 200kHz to 70kkHz | 0.4-1.0 ms 200- 240 dB. Fratantonio 2016
Subbottom Identify different geological layers
Profiler (SBP) | encountered in the shallow sediments ar
Pinger sediment thicknesses beneath the seabg 2kHz to 1%Hz 0.5-30 ms 214 dB. Hartley Anderson 2020
Subbottom Identify different geological layers
Profiler (SBP) | encountered in the shallow sediments ar
Chirper sediment thicknesses beneath the seabg 2kHz to 1%kHz 5-40 ms 185-215 dB. Crocker & Fratantoni@016, Hartley Anderson 202
Subbottom Identify different geological layers
Profiler (SBP) | encountered in the shallow sediments ar|
Boomer sediment thicknesses beneath the seabq 500Hz to 15Hz 0.5-1.0 ms 205- 215 dB. Crocker &-ratantonio 2016
Subbottom Identify different geological layers
Profiler (SBP) | encountered in the shallow sediments arf 4 to 15kHz, 85 to 238-247 dB. 200
Parametric sediment thicknesses beneath the seabe 115kHz 0.2-30 ms -206 dB. Hartley Anderson 2020
Ultra-Short Base
Line (USBL) Subsea positioning. 20kHz to 50 kHz 5-10 ms 194-207 dB. Kongsberg
Identify ferrous anomaliefor metal
obstructions, shipwreckstc.on and
Magnetometer under the seabed. Passive N/A Passive N/A
Carry out the survey and deploy the
Survey Vesssl equipment. 50Hz to 30(Hz N/A 160- 190 dB. DECC 2011

Table5. Marine Survey Activities
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Number of locations

Maximum Source

within Licence Frequency Pressure Level
Equipment Type Purpose Application Area (up to) Range ONB m>t | Reference
Cone Penetration | Determine geotechnical engineering
Test (CPT) properties of seabed sediments. 96 28 Hz 118-145 dB. BOEM 2012, EIRGRID 2014
Retrieve a seabed sediment sample by
penetrating seabed with a steel core barrel
Gravity Corer under selfweight 48 N/A N/A N/A
Retrieve a seabed sediment sample by
penetrating seabed with a vibrating steel col
Vibrocorer barrel 48 30 Hz 187.4 dB. LGL 2010
Collect small sediment samples from seabe
GrabSamples surface with clamshell mechanism 26 N/A N/A N/A

Table6. Marine Site Investigation Activities
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Total Number of Seabed Ared| Area Directly Affected ag
Typical Time Period| Site Investigation| Total Time for Surveyl Seabed Aregq per Activity | Total Area % of Maritime Usage
Activity Required forActivity Locations Activity per Location (ha) (ha) Licence Application Area
. 500m cable route
Inshore Geophysica 3 to 4 days (weather and corridor 3 to 4 days (weather and N/A 1.9 kn? 1.9 ki? 0.011%%6
Survey sea state dependent) sea state dependent)
Offshore 20 to 23 days (weather 500m cable route 20 to 23 days (weather an
Geophysical Survey| and sea statelependent) corridor sea state dependent) N/A 294 kn 294 kn L7417%
Deepwater MBES | 7 to 9 days (weather and 3X Water_Depth 7 to 9days (weather and N/A 3915 kit 3915 kit 23.1931%
Survey sea state dependent) (10kmmaximur) sea state dependent)
192 hours within total
days of Site Investigations
CPT 30 minutes- 3_ hours in 9% campaign (weather and 8mz 0.0008 ha 0.076 ha 0.002%
any one location sea state dependent,
excluding transit between
locations)
96 hours within total B
days of Site Investigations
Gravity Corer 30 minutes- 3 hours in 48 campaign (weather and 1m? 0.0001 ha 0.0048 ha 0.0000%
any one location sea state dependent,
excluding transit between
locations)
96 hours within total B
days of Siténvestigations
Vibro Corer 30 minutes-3 hours in 48 campaign (weather and 8m2 0.0008 ha 0.0384 ha 0.0001%
any one location sea state dependent,
excluding transit between
locations)
26 hours within total B
days of Site Investigations
Grab Samples 20 minutesg 2 hours in 26 campaign (weather and 0.5m? 0.00005 ha 0.0013 ha 0.0000%
any one location sea state dependent,
excluding transit between
locations)

Table7. Estimated Time and Duration of Survey Activities
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4.3 Zone of Influence

l1'a 2dzif AYSR AYy hT¥TFAOS 2The zank & influénteyof/aipsobsed GFettppniernit B thé O
geographical area over which it could affect the receiving environment in a way that could have significant effects
on the Qualifying Interests of a European site. This should be established orbgcase basis using the Source
PathwayReceptor framewrk and not by arbitrary distances (such as 15dx#)

L99a 6Hnncy RSTAYSR thiekRas/fesoyi@s tBafF maj heTaffedaiybpife bioghysigal
changes caused by activities associated with a prbjéet Ly 2 NRSNJ 2 RSFTAYS {(KS
assessment, all elements of the project were assessed and reviewed in order to identify the spatial scale at which
ecological features could be impacted. Due to the limited temporal and geograplatabdthe project and the

use of Best Available Techniques (BAT), the slow speed of the sesss} (4kn)or stationary during sampling

it is considered that the potential impacts of the proposed works could only extend beyond 500 m of the subtidal
elements of the project due to noise generation and potential disturbance of sediment. However, as outlined in
L 99 a oimthemmanne eénvironment it is more difficult to define the geographical framework precisely and
to accommodate all factors that should influence the definition of value, e.g. size or conservation status of
populations or the quiy of habitatsb¢ | & it is N&yaudiikely hat dhe impacts on integrity can be
SOl fdad 6GSR gAGK2dzi O2yaARSNAYy3I FdzyOliA2yaovd yIRI LN2 OK¥
to note that unlike other maritime operations, trmirveyvessel speed will be very slow (4 knais)stationary
However, the project has the potential to introduce noise into the marine environment particularly through the
use of UltraShort Baseline (USBL), Multibeam Echosounder (MBES), arst&id8oar (SSS) equipment, which

may extend the effects of the project beyond 2kmthe interest of carrying out a thorough assessment in line

with both the Habitats Directive, and the precautionary principle, the Zol was expanded for this assessment to
include designated sites within 15km of the proposed development site, and siy@mnthe 5Skm that have the
potential to be impacted by the proposed survey works based on the S®attevayReceptor model. This was

done in the interest of ensuring that any potegitimpacts, however indirect or remote, were taken into account.

4.3.1 Marine Mammals
Seals and Cetaceans

As outlined in NPWSCetaceans account for 48% of all the native species of mammals, both marine and
terrestrial, recorded in Ireland and Irish waters are thought to contain important habitats for cetaceans within
the northeast Atlantic. To date, 24 species of cetacean, or @3%pecies described worldwide, have been
recorded in Ireland. Irish cetaceans include six species of baleen whale and eighteen species of toothed whale
including five species of beaked whale. Tweawty of these have been reported stranded ashore andp2ties
20aSNBSR G aSleo ¢¢g2 aLISOASA oted3aye &ALISNY gKEES |
individuals and two species (Northern right whale and White whale/beluga) have only been recorded historically,
with neither species occurrinig the stranding record so far.

Ireland also has two species of seals, the Common Seal (or Harbour Seal) and the Grey Seal. Whilst both spec
haul out on land for key stages of their life history, the majority of their time is spent in the marine environment.

In Ireland, the 1992 EC Habitats Directive as transposed by the European Communities (Birds and Nature
Habitats) Regulations 2011 (S.I. No. 477 of 2011) requires that both seal species and all cetaceans occurring |
Ireland are maintained at favourable mgervation status. Under Article 12 of the Directive, all cetaceans should
receive strict protection within the Exclusive Economic Zone. Under Article 4 of the Directive, Special Areas c
Conservation (SACs) must be proposed for the following s@ecies

Bottlenose Dolphin
Harbour Porpoise
Common Seal
Grey Seal

To o I I

2 https://www.npws.ie/marine/marinespecies/cetaceans
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The protection afforded to marine mammals in Ireland is summarised below:

A Harbour Porpoise Annex Il of EC Habitats Directive Annex IV of EC Habitats Directive/Protected
species of Wildlife (Amendment) Act/OSPAR List of Threatened and Declining Species and Habitats

A Bottlenose Dolphin Annex Il of EC Habitats Directive/Annex IV of EC Habitats Directive/Protected
species of Wildlife (Amendment) Act

A All Cetacea Annex IV of EC Habitats Directive/Protected species of Wildlife (Amendment) Act

A Grey Seal/Harbour Seal Annex Il of EC Habitats Directive/Protected species of Wildlife (Amendment)
Act

Recent research suggests that the foraging range for grey seals is 448km Carter et al., 2022). Further, the foragin
range for harbour seal is estimated at 273 km (Carter et al., 2022). Further, there are a number of SACs designate
for cetaceans (harboysorpoise and common dolphin) in Ireland. As these species are a highly mobile species,
and are designated as qualifying interests of Natura 2000 sii#fsin and outside the Irish EEZ, specific
Management Units (MU) are utilised to assess the potentialaictgp of a proposed project on these species,
based on the JINCC Review of Management Unit boundaries for cetaceans in UK waters (2023) methodology
The proposed project is located within the Celtic and Irish Seas MU for harbour poguuis®ceanic Waters

MU, Offshore Channel, Celtic Sea & SW Englandavtd West Coast of Ireland MUs for bottlenose dolphin
(IAMMWSG, 2015)The Zol of the proposed project has been extended to include the potential for significant
effects on grey seal, harbour seal, harbour porpoise and common bottlenose dolphin as there is potential for
these mobile marine mammals to enter the Zol frevithin the Celtic and Irish Se&8U (harbour porpoise)
Oceanic Waters MU (bottlenose dolphi®ffshore Channel, Celtic Sea & SW England MU (bottlenose dolphin),
and West Coast of Ireland MU (bottlenose dolphin).

Otter

Otters are a semaquatic species who use the marine environment for foraging and are protected under Annex
Il and Annex IV of the Habitats Directive. As detailed by ®eiti(2013), female otters have territories of 7.5 +
1.5km in length along a riverine environment and 6.5 + 1.0km in coastal environments, while male otter territory
along rivers is approximately 13.2 + 5.3km in length with a high degree of varigDilityof an abundance of
caution, the Zol of the proposed project has been extendethétude the potential for significant effects on
otter that may enter the proposed area of works.

4.3.2 Migratory Fish

In relation to Atlantic salmon, it has been found that salmon populations from southeast Ireland appear to
migrate towards the shelf edge before crossing the Atlantic towards Greenland for feeding (Rikardson et al.,
2021). The recorded areas of salmon ratgm are demonstrated in Figure Al.1 in Appendix .

Recent studies on Twaite Shad recorded movement of up to 950km from the River Severn with one individual
detected in the Blackwater Estuary (Davies et al. 2020). However, given the spatial and temporal nature of the
proposed works, the proposed projectdensidered too distant from Natura 2000 sites where it is a feature of
interest, for any significant interaction to occur. Similarly distant SACs designated for lamprey species were
considered too distant for any significant interaction to occur.

8 https://data.jncc.gov.uk/data/b48b833349£4358b080-b4506384f417/incereport-734.pdf
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4 .4 |dentification of Relevant Natura 2000 Sites
4.4.1 Management of the Site

The proposed works are not directly connected with, or necessary to, the management of Natura 2000 sites.

4.42 Relevant Natura 2000 Sites to the Proposed Project

A key factor in the consideration as to whether or not a particular European site is likely to be affected by the
proposedsurveyworksis its distance from th&orkslocation. It is generally, but not necessarily, the case that
the greater the distance from the plan or project the smaller the likelihood of impacts.

In this casethe proposed survey works are located within the Kilkeran Lake and Castlefreke Dunes SAC. The
proposed works are not proximate habitats that are features of interest of this SAC. However, out of an
abundance of caution, in the absence of mitigationidgthe survey worksthere is the potential fosignificant

effects on the features of interest of this SAC through physical impact ofeéteres of interest of thiSAC.

Further information is required to assess the potengitiects of the proposed works on this SAC.

In relation to marine mammajshe proposed subtidal survey works are locatd km from the Roaringwater

Bay and Islands SAfere is potential for marine mammals from Roaringwater Bay and IslandstsfiChgerus
grypus(grey seal) an®hocoena phocoer{@arbour porpoise)) to be in the vicinity of the proposedvey works
Further,F2f t 26 Ay 3 |y SEIFYAYylLGA2Yy 2F NBtSOlIyid a! Qi | yR
following Natura 2000 sitebave been screened IN due to the potential movements of harbour porpoise
comnon bottlenose dolphin, harbour sealnd grey seals (qualifying interests of these SAC)

Roaringwater Bay and Islands SAE}
Glengarriff Harbour and Woodland SAC (IE)
Kenmare River SA(E)

Lower River Shannon SAC (IE)

Blasket Island SAC (IE)

Saltee Islands SAC (IE)

Galway Bay Complex SAE)

Slaney River Valley SAC (IE)

Kilkieran Bay And Islands SAC (IE)

Slyne Head Peninsula SAC (IE)

Slyne Head Islands SAE)

West Connacht Coast SAC (IE)

Inishbofin and Inishshark SAC (IE)

Clew Bay Complex SAC (IE)

Rockabill to Dalkey Islands SAC (IE)
Duvillaun Islands SAC (IE)

Lambay Island SAC (IE)

Inishkea Islands SAC (IE)

Slieve Tooey/Tormore Island/Loughbros Beg Bay SAC (IE)
Horn Head and Rinclevan SAC (IE)

Isles of Scilly Complex (UK)

Bristol Channel Approaches/Dynesfeyddmiafren(UK)
Pembrokeshire Marine / Sir Benfro Fo(oK)
West Wales Marine / Gorllewin Cymru FofdK)
Cardigan Bay / Bae Ceredigit/K)

Lundy (UK)

t Sy [ft&y QNI { I NYyIdx|[{URRY tSyAyadzZ | |yR GKS {
North Anglesey Marin€togledd Mdn Forol(UK)
North Channe{UK)

The Maidens (UK)

Mers Celtiqueg, Talus du golfe de GascogfiR)
Récifs du talus du golfe de Gascogne (FR)
OuessamMoléne (FR)

=4 =4 -4 -8 _8_8_0_42_-9_-29_-29_-29_-9_-29_-92_-2_-29_-2._-2:_-2_-292_-292_-29_-29_-29_-29_-9_92_92_-92_-°2._-°2._-2-
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Nord Bretagne DKFR)

Abers¢ Gotes dedegends (FR)

Anse de Goulven, dunes #eremma (FR)

Chausée de SeiffFR)

Gotes de CrozoFR)

t NBaljdQttS RS / NI 2y o6Cwo

Baie de MorlaiXFR)

wlk RS RS . NBaidsz Saddza ANBE RS tQ!dzZyS 6Cwo
Cap SizufFR)

Gote de Granit roseSeptlles(FR)

. FAS RQ!dZRASYS o6Cwo

Riveére Leguer, foits de Beffou, Coat an Noz et Coat an &R)
Trégorg Goélo(FR)

Roches de Penmarch (FR)

Archipel des Glénan (FR)

Dunes et cotes de Trévignon (FR)

Baie de SainBrieucc Est(FR)

/ I L) REC8NdhelfER)

Récifs et landes de la Hague (FR)

Anse de VauwvilléFR)

Banc et écifs de SurtainvilléFR)

. FAS RS [l yOASdzEZ . IAS RS Q! NBdSSy2yz | NOKA LIS
Chaucy(FR)

(ote de Cancale a PamiFR)

Estuairie de la Ran¢ER)

Récifs et marais arriefittoraux du Cap Lévi a la Pointe de S&k®R)
Baie du Mont SaiAmichel (FR)

Baie de Seine occidentale (FR)

Baie de Seine orientale (FR)

Littoral Cauchoi$FR)

Falaises du Cran aux Oeufs et du Capgris Dunes du Chatelet, Marais de Tardinghen et Dunes de
Wissant(FR)

=4 =4 -8 -8 _8_8_92_9_29_-29_-29_-29_-92_-592._-292._-59._-2._-2:_-2._-2_-24_-9_-29_-9_-29_9_-92_-92_-2._-2°2._-12-

Further information is required to assess the potential effects of the proposed worteesaEuropean Sites.

All Natura 2000 sites within 15km, and beyond 15km with the potential for significant effects on Natura 2000
sites(including Irish, French, and UK sitese listed in Tabke8-10. The qualifying interests, and the potential
impact of the development on each European site and qualifying interest, are screened in/out ilTable

The proposedsurvey Route Corridor and Works (including deepwater survey and sampling locations) from the
landfall area to the Irish EEZ is demonstrated in Figure¥32®Waterbodies (incl. high & low water marks and
proximate sampling locations) located proximatetbe Survey Route Corridor is demonstrated in Figure 34.
Waterbodies, SACs and SPAs within / proximatehéoproposed Survey Route Corridor are demonstrated in
Figures 35 & 36. SACs and SPAs within 15 km of the proposed Survey Route Cesikm ar Figures 37 & 38.

The proposed fibre optic survey route in relation to the 12 nm limit, Designated Irish Continental shelf and
hFFakKz2NB {!/ Qa oy2 2FFakKz2NB {! 0 Qish FR,\& UK 8AEs dedighdted forA &
Grey SealdHalichoerus grypyswithin 448km of the Proposed Survey Route Corridor are demonstrated in Figure
40lrish, FR, & UK SACs designated for Harbour S#adsd vitulinawithin 273km of the Proposed Survey Route
Corridor are demonstrated in Figure 4tish, FR, & UK SACs located within the Management Units (MU) for
Bottlenose dolphinTursiops truncatysand Harbour Porpois®fiocoena phocoepare demonstrated in Figures

42 & 43
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Table8. Proximity to designated sites of conservation importaficelandE)

Designation European Site Distance

SAC Kilkeran Lake and Castlefreke Dunes S/ Within
SAC Lough Hyne Nature Reserve and Envirg 5.8km
SAC
SAC Clonakilty Bay SAC 5.9 km
SAC Castletownshend SAC 6.5km
SAC Roaringwater Bay and Islands SAC 8.1km
(Within MU for HarbourPorpoise)
SAC Myross Wood SAC 9.5 km
SAC Glengarriff Harbour and Woodland SAC 38.2 km
SAC Kenmare River SAC 49.8 km
SAC Lower River Shannon SAC 76.9 km
(Within MU for Common Bottlenose
Dolphin)
SAC Blasket Island SAC 102.5 km
(Within MU for Harbour Porpoise)
SAC Saltee Islands SAC 166.7 km
SAC Galway Bay Complex SAC 172.7 km
SAC Slaney River Valley SAC 182.6 km
SAC Kilkieran Bay And Islands SAC 186.4 km
SAC Slyne Head Peninsula SAC 217.3 km
(Within MU for Common Bottlenose
Dolphin)
SAC Slyne Head Islands SAC 219 km
(Within MU for Common Bottlenose
Dolphin)
SAC West Connacht Coast SAC 223.3 km
(Within MU for Common Bottlenose
Dolphin)
SAC Inishbofin and Inishshark SAC 240.5 km
SAC Clew Bay Complex SAC 249.2 km
SAC Rockabill to Dalkey Islands SAC 271.4km
(Within MU for Harbour Porpoise)
SAC Duvillaun Islands SAC 285.3 km
(Within MU for Common Bottlenose
Dolphin)
SAC Lambay Island SAC 292.8 km
SAC Inishkea Islands SAC 293.1 km
SAC SlieveTooey/Tormore Island/Loughbros 349.6 km
Beg Bay SAC
SAC Horn Head and Rinclevan SAC 405 km
Special Protection Areas
SPA Galley Head to Duneen Point SPA 0.9 km
SPA Sheeps Head to Toe Head SPA 3.7km
SPA Clonakilty Bay SPA 5.9 km
SPA Seven Heads SPA 12.9km

40




Table 9. Proximity to designated sites of conservation importaid&)

Designation European Site Distance

SAC Isles of Scilly Complex 125 km
SAC Bristol Channel Approaches/Dynesfeydd 193.4km

Mor Hafren (Within MU for Harbour Porpoise)
SAC Pembrokeshire Marine / Sir Benfro Foro 233.1 km
SAC West Wales Marine / Gorllewin Cymru 235km

Forol (Within MU for Harbour Porpoise)
SAC Cardigan Bay / Bae Ceredigion 286.9 km
SAC Lundy 293.6 km
SAC t Sy [f@&y QNI {F NYyI 309.7 km

the Sarnau
SAC North Anglesey Marine/Gogledd &4 318.3km

Forol (Within MU for Harbour Porpoise)
SAC North Channel 376.2km

(Within MU for Harbour Porpoise)

SAC The Maidens 426.8 km

Table10. Proximity to designated sites of conservation importaffeenceFR)

Designation European Site Distance

SAC Mers Celtiqueg, Talus du golfe de 164.1 km
Gascogne (Within MU for Bottlenose Dolphin &
Harbour Porpoise)
SAC Récifs du talus du golfe d@ascogne 202 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC OuessaniMoléne 285.6km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Nord Bretagne DH 287.1 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Abersc Gdtes deségendes 302.8 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Anse de Goulven, dunes de Keremma 326.9 km

SAC Chausée de Sein 313.9 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Gdtes de Crozon 331.4km

(Within MU for Harbour Porpoise)
SAC t NBaljdzQf £ S RS / NRI 333.9 km
SAC Baie de Morlaix 337.2km

(Within MU for Harbour Porpoise)
SAC wlkRS RS . NBaidz Saf 340.4 km
SAC Cap Sizun 345.2 km
SAC Gote de Granit roseSeptlles 345.2 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC .FAS RQ! dzZRASYS 367.9 km
SAC Rivere Leguer, fagts de Beffou, Coat an 369.2km

Noz et Coat an Hay (Within MU for Harbour Porpoise)
SAC Trégorg Goélo 372.3 km
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Designation European Site Distance

(Within MU for BottlenoseDolphin &
Harbour Porpoise)

SAC Roches de Penmarch 373.3 km
SAC Archipel des Glénan 395 km
SAC Dunes et cotes de Trévignon 400.7 km
SAC Baie de SainBrieuc- Est 438 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC CapR Q 9 NJapmEéhel 443.3 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Récifs et landes de la Hague 447.1 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Anse de Vauville 448.6 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Banc et écifs de Surtainville 452.4 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC . FAS RS [FyOASdES 463.6 km
Archipel de Saint Malo et Dinard (Within MU for Bottlenose Dolphin &
HarbourPorpoise)
SAC Chaucy 469.7 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Gote de Cancale & Paem 479.5 km
(Within MU for Bottlenose Dolphin)

SAC Estuairie de la Rance 479.6 km
(Within MU for Harbour Porpoise)

SAC Récifs et maraiarriére-littoraux du Cap 482.8 km
Lévi a la Pointe de Saire (Within MU for Bottlenose Dolphin)

SAC Baie du Mont SaiamMichel 488.9 km

(Within MU for Bottlenose Dolphin &
Harbour Porpoise)

SAC Baie de Seine occidentale 501.3 km

(Within MU for Bottlenose Dolphin)
SAC Baie de Seine orientale 571.5 km

(Within MU for Bottlenose Dolphin)
SAC Littoral Cauchois 601.9 km

(Within MU for Bottlenose Dolphin)
SAC Falaises du Cran aux Oeufs et du Cap 696.2 km

GrisNez, Dunes du Chatelet, Marais de| (Within MU for Bottlenose Dolphin)
Tardinghen et Dunes de Wissant
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